
 
 

 
 
  
 
 
 
  
 

 
  
 
 
 
 
 
 
 
 
 
 
  

 
 
                                                                                   

Gas Pipe From Above.
Rigid or CSST 

Exterior Wall

Access Door

Sealed to Sleeve and Gas Pipe.  
Flex connection to Rigid Gas 
Pipe at Access Door 

Vent to Outside 

ABS or PVC Sleeve, min. 1/2 inch Larger than Gas Pipe 

Concrete Floor

Flexible Gas Pipe 
Wardflex or Equal 

Connector

Island 
Counter 

Sealed to Sleeve 
and Gas Pipe. 

Per UPC 1211.4 & 
CLV Ordinance 

FLEXIBLE NATURAL GAS LINE TO ISLAND APPLIANCE 

Seal 

Vented Access 
Panel for Removal 
of Gas Line 

Sleeve to Exterior 

Watertight Cap

Overhead Gas 
Line to Meter 

Exterior Wall 

Seal 

RIGID NATURAL GAS LINE TO ISLAND APPLIANCE 

Per UPC 1211.4 & 
the CLV Ordinance 

ABS or PVC Sleeve, min. 1/2 inch Larger than Gas Pipe 

ABS or PVC sleeve, min. 1/2 inch larger than gas pipe. 

Pipe to 
Conduit Seal 

B

A

Seal

Vent 

A. Provide channel or recess in 
slab.  Use removable cover 
plate. 

 
B. Pipe in conduit sealed at 

floor line, with vent outside. 

Per UPC 1211.4 & 
CLV Ordinance 

S L A B  C H A S E S  F O R  N A T U R A L  G A S  P I P I N G  

 


